CONTINUOUS DOUBLE BELT LAMINATOR

Compact, High-Performance Heat Fusing Bonding Overlay

A versatile, compact fusing press with
side and end entry and air-operated
pressure, ideal for a wide range

of applications, from fabrics to
heavy-duty materials like

wood veneer, kevlar, and

carbon fiber.

AIR-OPERATED PRESSURE
Up to 3 kg/cm? for strong,
consistent bonding.

FULL-WIDTH PRESSURE CONSISTENCY
Guarantees uniform pressure across the
entire width.

Industries: Aerospace, automotive,
defense, composites, medical, textiles,
e L leisure, lingerie, footwear, and more.
and even heat distribution. Uses: Laminating tambours,

TEMPERATURE STABILITY
Floating heater modules ensure efficient

plywood/veneer, applying backers,

ACCURATE TEMPERATURE CONTROL making edge bands.

High-quality sensors maintain precise
temperature with top and bottom belts.

ERGONOMIC HEAT TUNNEL Operational Width: 17_”/450mm and
Floating heaters prevent fabric distortion wider available
and ensure firm contact. Electrical Supply: 220-230V, 1 phase,
50/60 HZ, 15 Amps
FLEXIBLE PRODUCTIVITY Heating Zones: Top and bottom
Perfect for sample rooms, volume Heating Modules: 4 (3.2Kw total power)

production, in-line or stand-alone use. Temperature Range: 0-200°C

OPEN-SIDED FUSING Belt Speed: 1.5-7 m/min
Allows partial fusing of wide parts. Fusing Time: 5-25 seconds with
Dribond Dryfilm Adhesive
EASY MAINTENANCE Air Supply Pressure: 3 bar
Multiple cleaning options and quick Dimensions (LxWxH):
belt change. 2100 x 800 x 1200 mm
Weight: 250kg
LENDERINK _-
TECHNOLOGIES Built-in air compressor, reel-to-reel
| and Associates attachment, small parts stacker,
Office: 616-887-8257 | Engineer’s Cell: 616-581-6466 unwind/rewind station

www.lenderink.com | sales@Ilenderink.com

ASK ABOUT OUR ADHESIVES & BACKERS!



